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Blocking for Valves 14" and Smaller6
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2" Water Line Connection Detail9
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Joint Restraint Details15
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Service Clamp & Tap Detail10
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Water Line Casing Pipe Detail for Sewer Crossings Clearance13

Scale: NTS

Mechanical Joint Fitting and PVC Pipe11
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Thrust Blocking of In Line Valve Detail4
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BEDDING AND BACKFILL AUGER PIT AND AUGER HOLE14
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Typical Gate Valve and Fire Hydrant Details- Case 22

GENERAL NOTES

1. WATER SERVICE NEEDS TO EXTEND BEHIND THE CURB AND TERMINATE AT THE METER BOX.

2. TAPPING SADDLES FOR WATER MAINS NEED TO BE SMITH-BLAIR STAINLESS STEEL TAPPING SLEEVE OR

APPROVED EQUAL

3. IF WATER SERVICES ARE BEING SPLIT BETWEEN 2 RESIDENTIAL PROPERTIES, THEY SHOULD BE A

MINIMUM OF 2" .

4. NO BUILT IN METER COUPLING ON THE CITY SIDE OF THE METER; IT SHOULD BE COMPRESSION BY IRON

PIPE THREADS.

5. IF 1" IRRIGATION TAPS ARE REQUIRED OFF THE 1" DOMESTIC SERVICE LINE, THE COMBINED SERVICES

LINES SHALL BE MINIMUM 2" TO AVOID SUCH BOTTLENECKS.
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